
REED Instruments
1-877-849-2127 | info@reedinstruments.com | www.reedinstruments.com

Pantone 534 Blue
Pantone 123 Yellow

Pantone 485 Red
Pantone 123 Yellow

Pantone 534 Blue

Black Rich Black - 
20/20/20/100

Blue -  100/80/30/5
Yellow - 0/27/100/0

Red - 10/100/100/5
Yellow - 0/27/100/0

Blue -  100/80/30/5

Only if you REALLY need them:
Pantone 534 Blue -  100/80/30/5
Pantone 485 Red - 10/100/100/5
Pantone 123 Yellow - 0/27/100/

INSTRUMENTS
Technical DaTa

WARRANTY

WARRANTY

1 YEAR
1 AN

GARANTIE

GARANTIE

WARRANTY

WARRANTY

GARANTIE

GARANTIE

WARRANTY

WARRANTY

GARANTIE

GARANTIE

White background

Transparent background

White

Non-Contact AC Voltage  
Detector with Flashlight
Model R5100

Features
• Suitable for outlets or against insulated wire
• Built-in flashlight
• Double insulated housing for increased safety
• Audible (buzzer) and visual (LED) indicators when voltage 

present
• For use on 50/60Hz circuits
• Pocket clip
• Auto shut off
• CE and UL approved
• Cat. III 1000V, Cat. IV 600V safety ratings
• Includes batteries

Specifications
Voltage Range: 50 to 1000V AC
Frequency Range: 50 to 60Hz
Built-in Flashlight: Yes
Auto Power Off: Yes (after 3 minutes)
Power Supply: 2 AAA Batteries
Overvoltage Category: CAT. III 1000V, CAT. IV 600V
Product Certifications: CE, UL
Operating Temperature: 32 to 104°F (0 to 40°C)
Operating Humidity: 0 to 85%
Storage Temperature: 14 to 122°F (-10 to 50°C)
Dimensions: 6.3 x 1  x 1"  

 (159 x 25 x 25mm)
Weight: 1.5oz (42g)

Model Description
R5100 Non-Contact AC Voltage Detector with Flashlight


