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EGA Master’s non-sparking scrapers are 
designed for construction and masonry 
work in explosive environments, 
ensuring the operator’s integrity.

NON-SPARKING
SCRAPERS

Cu-Be Al-Bron
70471 71621 25x200 85
70472 71622 30x200 95
70473 71623 40x200 105
70474 71624 50x200 11570475 71625 60x200
70476 71626 75x200 135
70477 71627 80x200 15070478 71628 100x200

2.  The hardness is 283-365 Brinell (Cu-Be) and 229-
291 Brinell (Al-Bron).

SCRAPERS

1. Versatile tool, ideal for various operations from the 
filling of cracks and holes, the scratching of surfaces,  to 
the construction of walls.

Cu-Be Al-Bron
36030 36031 25x200 100
36032 36033 30x200 110
36034 36035 40x200 120
36036 36037 50x200 130
36038 36039 60x200 140
36040 36041 75x200 180
36042 36043 80x200 190
36044 36045 100x200 220
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Cu-Be Al-Bron
35730 35731 25x200 85
35732 35733 30x200 95
35734 35735 40x200 105
35736 35737 50x200 11535738 35739 60x200
35740 35741 75x200 135
35742 35743 80x200 15035744 35745 100x200

FLEXIBLE BLADE SCRAPER

Cu-Be Al-Bron
36046 36047 25x200 100
36048 36049 30x200 110
36050 36051 40x200 120
36052 36053 50x200 130
36054 36055 60x200 140
36056 36057 75x200 180
36058 36059 80x200 190
36060 36061 100x200 220
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